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Overview

The UC-2™ is an under counter USB Jack Box designed for use with inter-operability Soft-Dispatch Consoles
supplied by Motorola Solutions, SmartPTT, 7RBOnet , Skytec, iNemsoft, Hytera, RF Technologies
and others.

The UC-2™ features include: Operator style (WECO) Dual Jack (PJ7) for integration with commonly availa-
ble: Plantronics Mono PTT headsets (HW-251N) using our ETC MBP-18 Mono Belt Pack, ETC TH-4 PTT
Telephone (6 wire) handset, ETC FP-115 Foot switch and our ETC MC-1 Gooseneck Desk Microphone.

The UC-2™ provides intuitive controls for Left & Right speaker volume adjustment or when a headset is
plugged in, adjusts the right channel volume for the Mono Headset.

When the PTT Button on ETC MBP-18 Belt Pack’s is depressed, the action provides a HID sequence to the
software application in either Keyboard (“Hot Keys”) or Gamer/Game Stick (“Fire 0”)’actuating the PTT func-
tion of the software.

The “Hot Key” or “Gamer” sequence is factory customized upon request. The UC-2™ utilizes Windows™
standard USB audio drivers.

See Rear Page for further information
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Accessories

Standard Features

USB Jack Box Console is designed to operate
with Soft Dispatch Systems from Motorola Solu-
tions, SmartPTT, Avtec, 7RBOnet, Skytec, Hyt-
era, iNemsoft, RF Technologies and others

Single 2-way audio talk channel with Working
Channel on the Right Speaker, Monitor Chan-
nels are on the LEFT Speaker. With Mono
Headset (HW-251N) plugged in it receives
Working Channel Audio in the ear piece.

Accessories include Plantronics HW-251N
Mono Headset, ETC MBP-18 Mono Belt Pack,
ETC FP-115 PTT Foot switch, ETC TH-4 PTT
telephone handset , ETC GM-1 Desk Micro-
phone and ETC A150 Stereo Speakers.

Left & Right Volume controls adjust volume on
Stereo speakers or Mono Headset.

PTT button action provides “hot key” or “Gamer’
HID sequence, for mouse free operation.

Optional Supervisor input for Training
Made of Rugged Steel in a compact design

MBP-18 TH-4

=

GM-1 FP-115

Technical Specifications

Frequency Response: 300Hz- 10kHz
Distortion: <.1%

Analog output range: -40 dB to +3 dB
Headset/Handset Impedance:

RX -10k Ohm, TX - 50 Ohm

USB 2.0

WECO Style Dual Headset Jack (PJ-7)
RJ-25 for PTT headset/handset connection
USB ‘B’ style connector & USB powered

3.5 mm jacks for speaker & foot pedal con-
nection

350mA Nominal Current Consumption
Size: Width 5.87” (149mm)

Height: 1.25” (32mm)

Depth: 3.68” (94mm)

Weight 14.6 oz (414 grams)

6 BTUs per Hr. Output
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